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ROTATION X0 PRE-RELEASE NA | 62111 ®C. |
RELEASE WITH CHANGE e
JAM NUT -ADDED CONTINUOUS THREAD 1B. ;ﬁ /3 @%
A | NA |-ADDED PICTORAL VIEWS EJO .
COMPONENT ASSEMBLY D SHSGSSES RENE

STEPPED THREAD
CONNECTOR

1A. THREAD JAM NUT ONTO CONNECTOR INTERFACE M2.5 THREADS UNTIL JAM NUT BOTTOMS
LIGHTLY ON CONNECTOR HOUSING STEP. THEN, BACK JAM NUT OFF % TURN.

CONTINUOUS THREAD
CONNECTOR

1B. IF INSTALLING A CONTINUOUS FULL THREAD CONNECTOR WITHOUT A STEP,

THREAD ON THE JAM NUT LEAVING NO LESS THAN .115” OF CONNECTOR

EXPOSED FROM THE END OF THE TOOL.

2. CAREFULLY THREAD PLUNGER INTO OPEN END OF JAM NUT UNTIL PLUNGER BOTTOMS

AGAINST CONNECTOR INTERFACE.

CLOCKWISE
ROTATION

PLUNGER

USING 1/4" OPEN END
WRENCH, TIGHTEN
PLUNGER IN CLOCKWISE

ROTATION

PLUNGER

USING 1/4" OPEN END
WRENCH, HOLD JAM NUT

CLOCKWISE
Q/- ROTATION

CLOCKWISE
ROTATION ;

4. THREAD THE FIXTURED CONNECTOR INTO THE COMPONENT ASSEMBLY.
APPLY TORQUE TO THE PLUNGER HEX, THREADING THE CONNECTOR
INTO PLACE UNTIL THE SPECIFIED SECURING TORQUE OF 4.0 TO 4.4 LBF-IN
IS ACHIEVED. AVOID APPLYING ANY BENDING LOADS TO THE PLUNGER,

JAM NUT, OR CONNECTOR.

HOLD STEADY

W@

% COUNTER CLOCKWISE

5. HOLD HEX OF JAM NUT SECURELY WITH AN OPEN END WRENCH AND BACK
OFF THE PLUNGER APPROXIMATELY % TURN. UNTHREAD THE TOOL FROM
THE INSTALLED CONNECTOR. AGAIN, AVOID APPLYING ANY BENDING LOADS

TO THE PLUNGER, JAM NUT, OR CONNECTOR.

3. HOLD THE JAM NUT WITH A WRENCH AND TIGHTEN THE PLUNGER INTO THE JAM NUT TO A
TORQUE OF 6.0 TO 6.4 LBF-IN TO SECURE TOOL AGAINST THE CONNECTOR INTERFACE. MAKE
SURE TO NOT OVER-TIGHTEN IN ORDER TO PREVENT DAMAGE TO THE CONNECTOR INTERFACE.

CONNECTOR REMOVAL METHOD:
1. INSTALL TOOL AS DESCRIBED IN STEPS 1, 2, AND 3.

2. APPLY COUNTERCLOCKWISE TORQUE TO THE JAM NUT TO REMOVE
THE CONNECTOR FROM THE COMPONENT ASSEMBLY. AVOID
APPLYING ANY BENDING LOADS TO THE PLUNGER, JAM NUT, OR
CONNECTOR.

3. HOLD JAM NUT HEX WITH A WRENCH AND LOOSEN PLUNGER IN A
COUNTERCLOCKWISE ROTATION. UNTHREAD TOOL FROM THE
CONNECTOR.
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